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Bare Conductor

Application

Standards

Conductor

To be used for the purpose of screening telecommunication 
cables from electrical interference.

NR/PS/TEL/31102 (BR1817), BS6485

Single core stranded aluminium to BS215PT1

Temperature Rating

Minimum Bending 
Radius

0°C to +70°C

9 x overall diameter

Dimensions
Rail 

Catalogue 
Number

Drawing 
Number 

No. of Cores 
x Nominal 

Cross 
Sectional 

Area
# x mm²

Nominal 
Diameter of 

Strands 
mm

Nominal 
Overall 

Diameter
mm

Nominal 
Weight
kg/Km

Maximum DC 
Resistance at 

20°C
ohms/Km

091/010267 148/044/998 1 x 150 3.25 16.25 443 0.1825

091/010268 148/045/998 1 x 250 4.22 21.10 754 0.1083



For more information  Tel +44 (0)1270 847 300  Fax +44 (0)1270 847 69290

Screening Conductor PVC Cable

Application

Standards

Conductor

To be used for the purpose of screening telecommunication 
cables from electrical interference.

NR/PS/TEL/31102(BR1817)/BS6485

Single core stranded aluminium to BS215PT1

Temperature Rating

Minimum Bending 
Radius

0°C to +70°C

9 x overall diameter

Dimensions

Insulation

Insulation Colour

PVC (Polyvinyl Chloride) to BS6485

Black, Red, Yellow

Rail 
Catalogue 
Number

Sheath 
Colour

Drawing 
Number 

No. of 
Cores x 
Nominal 
Cross 

Sectional 
Area

# x mm²

Nominal 
Diameter 

of 
Strands 

mm

Thickness 
of Sheath 

Min
mm

Nominal 
Overall 

Diameter
mm

Nominal 
Weight
kg/Km

Maximum 
DC 

Resistance 
at 20°C

ohms/Km

091/010318 Black 
PVC 148/046/998 1 x 150 3.25 1.6 19.45 629 0.1825

091/010319 Black 
PVC 148/047/998 2 x 250 4.22 1.6 24.30 995 0.1083

091/030336 Red 
PVC 148/443/001 1 x 150 3.25 1.6 19.45 629 0.1825

091/030337 Yellow 
PVC 148/444/001 1 x 150 3.25 1.6 19.45 629 0.1825

http://www.unipartrail.com/ElandCables/cable.aspx
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Screening Conductor LSZH Cable

Application

Standards

Conductor

To be used for the purpose of screening telecommunication 
cables from electrical interference.

NR/PS/TEL/31102(BR1817)/BS6485

Single core stranded aluminium to BS215PT1

Temperature Rating

Minimum Bending 
Radius

0°C to +70°C

9 x overall diameter

Dimensions

Insulation

Insulation Colour

LSZH (Low Smoke Zero Halogen)

Black

Rail 
Catalogue 
Number

Drawing 
Number 

No. of 
Cores x 
Nominal 
Cross 

Sectional 
Area

# x mm²

Nominal 
Diameter 

of Strands 
mm

Thickness 
of Sheath 

Min.
mm

Nominal 
Overall 

Diameter
mm

Nominal 
Weight
kg/Km

Maximum 
DC 

Resistance 
at 20°C

ohms/Km

091/012189 148/863/998 1 x 150 3.25 1.6 19.45 629 0.1825

091/012190 148/864/998 1 x 250 4.22 1.6 24.30 995 0.1083

mailto:cable@unipartrail.com
http://www.unipartrail.com/elandcables
http://www.eland.co.uk/railwaycable/


For more information  Tel +44 (0)1270 847 300  Fax +44 (0)1270 847 69292

Coaxial Cable URM70

Application

Conductor

Dialectric

Coaxial cable used for CCTV, video signal connections, and 
monitored barriers at level crossings.

PCW (Plain Copper Wire)

PE (Polyethylene)

Sheath Colour

Voltage Rating

Black or White

30V

Dimensions

Braiding

Sheath

Bare copper braid

PVC (Polyvinyl Chloride)

Rail Catalogue 
Number

Cable Type No. and 
Nominal 

Diameter of 
Strands
# x mm

Nominal 
Thickness of 

Dielectric 
mm

Nominal Overall 
Diameter

mm

Nominal Weight
kg/Km

006/165543 URM70 7/0.19 3.20 5.80 46.0

Temperature Rating 60ºC

Electrical Characteristics
Coaxial Cable Nominal Capacitance

pF/mtr
Impedance

ohms
Velocity Ratio

%

URM70 67 75 66.6

http://www.unipartrail.com/ElandCables/cable.aspx
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Accessories

A full range of accessories is also available from Unipart Rail. These include:

Trunking
Cable Clamps
Cable Jointing Kits (LV and MV)
Crimps
Cable Ties
Cable Markers
Track Connection Cables
Junction Blocks (Points Heating)
Glands
Terminals
Lugs
Heatshrink
Coldshrink
Sleeving
Ducting
Cleats
End Caps

Visit www.unipartrail.com/catalogue to view these and other products in the range.

http://www.unipartrail.com/catalogue
mailto:cable@unipartrail.com
http://www.unipartrail.com/elandcables
http://www.eland.co.uk/railwaycable/


For more information  Tel +44 (0)1270 847 300  Fax +44 (0)1270 847 69294

http://www.unipartrail.com/ElandCables/cable.aspx
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mailto:cable@unipartrail.com
http://www.unipartrail.com/elandcables
http://www.eland.co.uk/railwaycable/


For more information  Tel +44 (0)1270 847 300  Fax +44 (0)1270 847 69296

Issue 1: September 2009

The information contained within this handbook is of indicative reference only. 
For specific information on product application, please contact us as above. 

Unipart Rail and Eland Cables have used best endeavours to ensure 
information contained was as up-to-date as possible at time of press. 

Unipart Rail and Eland Cables accept no liability for changes to specifications 
and updates not published or contained within this handbook.

 
Cables for railway applications from Eland Cables are distributed exclusively 

through Unipart Rail.

Cable Team
Unipart Rail
Gresty Road

Crewe
Cheshire
CW2 6EH

Tel +44 (0)1270 847 300
Fax +44 (0)1270 847 692

Email cable@unipartrail.com

www.unipartrail.com/elandcables 

Out-of-hours emergency contact: +44 (0)1270 847 600

mailto:cable@unipartrail.com
http://www.unipartrail.com/elandcables

